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NOTES:

 

1. LASER ENGRAVE A SHOWN

2. BAG AND TAG 632H#5 FOR PANEL MOUNTING, 440J#5 FOR BACKSHELL MOUNTING

3.INSTALL 5516796 WITH PURPLE LOC-TITE
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DWG NO

564230-CU

TITLE

APEX, Socket, Hybrid 220-20, Crimp

SIZE

D

SCALE

MAC PANEL COMPANY - HIGH POINT, NC

A

REMOVE ALL BURRS AND BREAK SHARP EDGES.

Third Angle

Projection

MATERIAL USED

SPN:

QTY

PART NUMBER

BALLOON LEGEND

 

REV

CAGE CODE

16654
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LOCATION FOR POLARIZING POST

USE PART NUMBER 561164

WIRING FACE VIEW

SIDE VIEW

MATING FACE VIEW

40.13 mm [1.580 in]
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NOTES:

 

1. LASER ENGRAVE A SHOWN

2. BAG AND TAG 632H#5 FOR PANEL MOUNTING, 440J#5 FOR BACKSHELL MOUNTING

3.INSTALL 5516796 WITH PURPLE LOC-TITE

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

SHEET 2  OF 2 

DRAWN BY

ENGINEERING

OPERATIONS

MANUFACTURING

ASSEMBLY

DBCooper

BSALVATINI

25/06/2018

21/06/2018

DWG NO

564230-CU

TITLE

APEX, Socket, Hybrid 220-20, Crimp

SIZE

D

SCALE

MAC PANEL COMPANY - HIGH POINT, NC

A

REMOVE ALL BURRS AND BREAK SHARP EDGES.

Third Angle

Projection

MATERIAL USED

SPN:

QTY

PART NUMBER
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Sheet Metal Cutout


